


Silkus®

Black Braided Silk

Product Details:

Composition

Construction

Coating

In Vitro Retention of Strength

Tissue Reaction

Absorption Time

Sterilization

Available in Sizes

Colour
Shelf Life

Packaging

Distinctive Features
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Silk
Braided
Silicon elastomer

Although Silkus® is classified as a non-absorbable
suture, however, progressive degradation of the silk
fibre in vivo may result in gradual loss of tensile
strength over time

Silk being a natural fibre elicits an inflammatory
reaction, which is followed by gradual encapsulation
of the suture by fibrous connective issue

Non-absorbable

100% Ethylene Oxide

9-0, 8-0, 7-0, 6-0, 5-0, 4-0, 3-0,2-0,0,1,2,3and 4
Black

5years

Box of 12, 24 & 36 sutures

- Coated with silicon to allow easy passage through tissue, limit absorption and increase

ductility.

- Knot pull strength and needle swage strength greater than USP limits.

- Packed using Tyvek paper for extra security.

- Dyed black for better visibility.

Table No. 1 NONABSORBABLE SURGICAL SUTURE - SPECIFICATION (USP)

: A : Limits on Average Knot-Pull (except Needle
Mseitzr;c Lg?;:nz;;‘\?::ge rgir?n(::er:\ where otherwisegspecified) a.(Tensﬁe Attachment
USP Size (Gauge acceptable Strength (in N) b (in N)
No) Diameter Range in mm limit (mm) Class | Min (Av\;%zs)ye

9-0 0.3 0.03 0.039 0.043 0.422a 0.206
8-0 0.4 0.04 0.049 0.054 0.59 0.490
*PP 8-0 0.4 0.052 0.056 0.59 0.490
**PP 8-0 0.4 0.067 0.071 0.59 0.490
7-0 0.5 0.050 0.069 0.076 1.08 0.785
*PP 7-0 0.5 0.072 0.076 1.08 0.785
**PP 7-0 0.5 0.082 0.086 1.08 0.785
6-0 0.7 0.070 0.099 0.109 1.96 1.67
5-0 1 0.10 0.149 0.164 3.92 2.26
4-0 1.5 0.15 0.199 0.219 5.88 4.41
3-0 2 0.20 0.249 0.274 9.41 6.67
2-0 3 0.30 0.349 0.373 141 10.8

0 815 0.35 0.399 0.439 21.2 14.7

1 4 0.40 0.499 0.549 26.7 17.7

2 5 0.50 0.599 0.659 34.5 17.7
3and 4 6 0.60 0.699 0.769 47.9 17.7







